
Honda-Clone 196cc to 236cc Engine Bolts Tightening Torque Specifications
Torque bolts in properly sequence, usually in a triangle manner. Torque bolts in minimum 4 round 

starting at 25% of max torque then 50%, 75% last round Max Torque value.

Part Size Torque Spec 
Cylinder Head Bolt M8 x 1.25 220 in/lbs
EC Cylinder Head Stud Kit, Nut 260 in/lbs
Flywheel Nut, Cast Iron Flywheel M14 x 1.5 55ft/lbs
Flywheel Nut, Billet Aluminum M14 x 1.5 65 ft/lbs
Rocker Arm Pivot Bolt M8 x 1.125 210 in/lbs
Rocker Arm Lock Nut M6 x .05 85 in/lbs
Valve Cover Bolts M6 x 1.0 140 in/lbs
Crankcase Cover Bolt, Stock M8 x 1.25 220 in/lbs
EC Billet Crankcase Cover Bolt M8 x 1.25 220 in/lbs
EC Billet Crankcase Cover Stud Kit, Nut 260 in/lbs
EC Intake to Cylinder Head Bolt M6 x 1.0 140 in/lbs
Cylinder Head Exhaust Bolts M8 x 25 1.25 210 in/lbs
OEM Connecting Rod M7 x 1.0 110 in/lbs
EC Pinnacle Billet Connecting Rod Bolt 1/4-28 150 in/lbs
PTO Crankshaft Bolt 5/16-24 x 3/4 Fine Thread 170 iin/lbs
Drain Plug Bolt 160 iin/lbs


